LED light point with adjustable spot, perfect for show windows and displays. Available with several optics, it is perfect for task lighting.

**MATERIALS:**
Aluminium body and brass arm.
PMMA optics.

**FINISHES:**
Nickel plated or chrome plated.

**INSTALLATION:**
The fixture is usually installed with nut M8x1, maximum installation thickness 25mm.

**EMISSIONS:**
Three optics are available: large, medium and narrow.

Punto luce LED con spot orientabile ideale per vetrine ed espositori. Disponibile con differenti fasci luminosi, è pensato per qualsiasi tipo di applicazione dove serve una illuminazione puntuale.

**MATERIALI:**
Corpo in alluminio e stelo in ottone.
Ottiche in PMMA.

**FINITURA:**
Trattamento di nichelatura o di cromatura.

**INSTALLAZIONE:**
Il prodotto viene normalmente installato con dado M8x1, spessore massimo di installazione 25mm.

**EMISSIONE:**
Il prodotto dispone di 3 tipi di ottica: larga, media, stretta.
## TECHNICAL DATA

<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Power Consumption</td>
<td>max 3W</td>
</tr>
<tr>
<td>Supply Voltage</td>
<td>350mA</td>
</tr>
<tr>
<td>Power Supply Unit</td>
<td>Not included</td>
</tr>
<tr>
<td>Controller</td>
<td>Dimming available with dimmable driver</td>
</tr>
<tr>
<td>Connection</td>
<td>Series connections</td>
</tr>
<tr>
<td>N° and Type of LED Used</td>
<td>3 power LED</td>
</tr>
<tr>
<td>Average LED Life</td>
<td>75% after 50,000h</td>
</tr>
<tr>
<td>LED colours available</td>
<td>White: 5000K; 4000K; 3000K</td>
</tr>
<tr>
<td>CRI</td>
<td>75÷85</td>
</tr>
<tr>
<td>Light Beam Available</td>
<td>S (10°); M (25°); L (40°)</td>
</tr>
<tr>
<td>Total Luminous Flux</td>
<td>221 lm @3000K @350mA</td>
</tr>
<tr>
<td>Dimensions</td>
<td>Body 75x22x22mm; rigid arm: Ø8x200mm</td>
</tr>
<tr>
<td>Weight</td>
<td>0.20 kg (Packaging included / imballo compreso)</td>
</tr>
<tr>
<td>Finishes</td>
<td>Chromium plated; mat nickel</td>
</tr>
<tr>
<td>Fixing</td>
<td>Supported; with nut M8x1</td>
</tr>
<tr>
<td>Arm Material</td>
<td>Brass</td>
</tr>
<tr>
<td>Body Material</td>
<td>Alluminium</td>
</tr>
<tr>
<td>Accessories</td>
<td>No accessories needed</td>
</tr>
<tr>
<td>Operating Temperature</td>
<td>0°+ +45°</td>
</tr>
<tr>
<td>IP Rate</td>
<td>IP20</td>
</tr>
<tr>
<td>Energy Efficiency Class</td>
<td>A/A+/A++ (built-in LED lamps) in accordance with UE874/2012</td>
</tr>
<tr>
<td>Glow Wire Test</td>
<td>--</td>
</tr>
<tr>
<td>Insulation Class</td>
<td>Class III</td>
</tr>
<tr>
<td>Wiring and Cable</td>
<td>0.5m FROR 2x0.35 type</td>
</tr>
<tr>
<td>Photobiological Safety</td>
<td>Risk group 1 in accordance with EN62471:2006</td>
</tr>
</tbody>
</table>

## LIGHTING FEATURES

- **Lighting Features**

## MECHANICAL FEATURES

- **Mechanical Features**

## GENERAL FEATURES

- **General Features**
**DIMENSIONS:**

**FINISHES:**

**ACCESSORIES:**

No accessories needed
Accessori non previsti

C Chromium plated
Cromato

S Matt nickel
Satinato